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SINAMICS S120 drive system
SINAMICS S120

Booksize format > Motor Modules > Double Motor Modules

. Design . Integration

The Double Motor Module receives its control information via
DRIVE-CLIQ from:

e SINUMERIK 828D BASIC

¢ SINUMERIK 828D
- Numeric Control Extensions NX10.3
- Numeric Control Extensions NX15.3

. Technical specifications

Article No. 6SL312 . -2TE...
Product designation Double Motor Modules
in booksize format
DC link voltage DC 510... 720V
Up to 2000 m above sea level (line voltage 380 ... 480 V 3 AC)
Output frequency 0...650 Hz"2

Electronics power supply DC 24V -15 %/+20 %

Cooling method Internal air cooling

External air cooling,
Power units with increased
air cooling by built-in fans

Ambient or coolant temperature 0 ... 40 °C without derating
(air) > 40 ... 55 °C with derating
In operation for line-side

components, Line Modules,

and Motor Modules

Double Motor Modules feature the following connections and Installation altitude Up to 1000 m above sea level
interfaces as standard: without derating,

e 2 DC link connections via integrated DC link busbars > 1000 ... 4000 m above sea level

5 electroni | i o int tod with derating
L4 ron r nn n n r
AV DO b er SUPPly connections via infegrate Certificate of suitability CE, cULus

e 4 DRIVE-CLIQ sockets Safety Integrated Safety Integrity Level 2 (SIL 2)
. . . . according to IEC 61508,
e 2 plug-in motor connections (not included in scope of supply) o e el o (2Ll

e 2 safe standstill inputs (1 input per axis) according to 1SO 13849-1

o 2 safe motor brake controls Control category 3 according to
¢ 2 temperature sensor inputs (KTY84-130 or PTC) IS0 13849-1/EN 954-1

e 3 PE/protective conductor connections

The status of the Motor Modules is indicated via two multi-color
LEDs.

On Double Motor Modules, the motor cable shield can be
connected in the connector.

The signal cable shield can be connected to the Motor Module
by means of a shield terminal, e.g. Weidmduller type

KLBU 3-8 SC.

The scope of supply of the Motor Modules includes:

¢ DRIVE-CLIQ cable appropriate to the width of the Motor
Module for connection to the adjacent Motor Module,
length = width of Motor Module + 0.06 m

e 2 blanking plugs for sealing unused DRIVE-CLiQ sockets

e Jumper for connecting the 24 V DC busbar to the adjacent
Motor Module

e Connectors X21 and X22

e Device fans for cooling power units on modules with internal
and external air cooling supplied from the internal voltage
levels

e 1 set of warning labels in 30 languages

) Note the correlation between max. output frequency, pulse frequency and
current derating.

The output frequency is currently limited to 550 Hz. The specified values
apply to systems with license for high output frequency.

2)

Siemens NC 82 - 2015 4/41



© Siemens AG 2015

SINAMICS S120 drive system

SINAMICS S120

Booksize format > Motor Modules > Double Motor Modules

. Technical specifications (continued)

Article No.
Product designation
Article No.
Product designation

DC link voltage 510 ... 720 V DC

6SL3120-2TE13-0AA4 6SL3120-2TE15-0AA4
Double Motor Module in booksize format with internal air cooling
6SL3121-2TE13-0AA4 6SL3121-2TE15-0AA4
Double Motor Module in booksize format with external air cooling

6SL3120-2TE21-0AA4

6SL3121-2TE21-0AA4

6SL3120-2TE21-8AA3

6SL3121-2TE21-8AA3

Output current

* Rated current /ateq A 2x3 2x5 2x9 2x18
e For S6 duty /g5 (40 %) A 284B15! 2x6 2x10 2x24
® Base-load current Iy A 2x26 2x43 2x7.7 2x15.3
® max A 2x9 2x15 2x27 2 x 36
Type rating”)
® Based on /ateq kW 2x1.6 2x27 2x4.8 2x9.7
® Based on Iy kW 2x14 2x23 2x41 2x82
DC link current ld2) A 7.2 12 22 43
Current carrying capacity
* DC link busbars A 100 100 100 100
* 24V DC busbars® A 20 20 20 20
DC link capacitance uF 220 220 220 705
With internal cooling
Current requirement A 1.15 1.15 1.15 1.0
at 24 V DC, max.
Internal/external
air cooling
« Power loss®
- Maximum losses with internal KW 0.10 0.13 0.19 0.35
air cooling in control cabinet
- Typical losses with internal air 0.05 0.08 0.15 0.28
cooling in control cabinet®
- With external air cooling kW 0.06/0.035 0.07/0.06 0.09/0.095 0.105/0.24
int./ext.
¢ Cooling air requirement m3s 0.008 0.008 0.008 0.016
* Sound pressure level Lya (1 m) dB <60 <60 <60 < 60
Motor connection 2 x connectors (X1, X2),
U2, v2, w2 max. 30 A (not included in scope of supply, see Accessories)
Shield connection Integrated in Integrated in Integrated in Integrated in
connector (X1, X2) connector (X1, X2) connector (X1, X2) connector (X1, X2)
PE connection M5 screw M5 screw M5 screw M5 screw
Motor brake connection Integrated into the plug-in motor connector (X1, X2), 24 V DC, 2 A
Motor cable length, max.
® Shielded m 50 50 50 70
* Unshielded m 75 75 75 100
Degree of protection IP20 IP20 IP20 IP20
Width mm 50 50 50 100
Height mm 380 380 380 380
Depth
e With internal air cooling mm 270 270 270 270
« With external air cooling, mm  226/66.5 226/66.5 226/66.5 226/66.5
on/behind mounting surface
Net weight
* With internal air cooling kg 5.3 5.3 8o 6.8
* With external air cooling kg 5.8 5.8 5.7 8.6

) Rated power of a typical standard asynchronous (induction) motor at 600 V DC link voltage.

2)

Rated DC link current for dimensioning an external DC connection.

3) If, due to a number of Line Modules and Motor Modules being mounted side-by-side, the current carryzing capacity exceeds 20 A,
an additional 24 V DC connection using a 24 V terminal adapter is required (max. cross-section 6 mm<, max. fuse protection 20 A).

4)

Power loss of Motor Module at rated power including losses of 24 V DC electronics power supply.

5 At max. motor cable length 30 m, pulse frequency 4 kHz and DC link voltage 540 ... 600 V.
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SINAMICS S120 drive system
SINAMICS S120

Booksize format > Motor Modules > Double Motor Modules

. Selection and ordering data

Rated Type rating SINAMICS S120
output current Double Motor Module in booksize format

Internal air cooling External air cooling
A kW Article No. Article No.
2x3 2x1.6 6SL3120-2TE13-0AA4 6SL3121-2TE13-0AA4
2x5 2x27 6SL3120-2TE15-0AA4 6SL3121-2TE15-0AA4
2x9 2x4.8 6SL3120-2TE21-0AA4 6SL3121-2TE21-0AA4
2x18 2x97 6SL3120-2TE21-8AA3 6SL3121-2TE21-8AA3
Description Article No. Description Article No.
Accessories Accessories for re-ordering

Power connector (X1/X2)

At Motor Module end, with
screw-type terminals 1.5 ... 10 mm?2,
For Motor Modules with rated output
currentof 3... 30 A

6SL3162-2MA00-0AA0

24 V terminal adapter 6SL3162-2AA00-0AA0

For all Line Modules and Motor Modules
in booksize format

DC link rectifier adapter

For direct infeed of DC link voltage
Screw-type terminals 0.5 ... 10 mm?
For Line Modules and Motor Modules
in booksize format with a width of

50 mm or 100 mm

6SL3162-2BD00-0AA0

DC link adapter (2 units)

For multi-tier configuration

Screw-type terminals 35 ... 95 mm?

For all Line Modules and Motor Modules
in booksize format

6SL3162-2BM01-0AA0

Warning labels in 30 languages 6SL3166-3AB00-0AA0

This label set can be glued over the
standard German or English labels to
provide warnings in other languages.
One set of labels is supplied with the
devices.

One sign in each of the following
languages is provided in each set:

BG, CN, CZ, DE, DK, EE, ES, FI, FR, GB,
GR, HU, IE, IS, IT, JP, KR, LT, LV, MT, NL,
NO, PL, PT, RO, RU, SE, SI, SK, TR

Reinforced DC link busbar set

For replacement of DC link busbars
for 5 modules in booksize format
with a width of

e 50 mm
® 100 mm

6SL3162-2DB00-0AA0
6SL3162-2DD00-0AA0

SINAMICS S120 Terminal Kit

Plug-in terminals, DRIVE-CLIQ jumper,
dust-proof blanking plugs for
DRIVE-CLIQ port

For Motor Modules
int./ext. air cooling

e With a width of 50 mm
e With a width of 100 mm

6SL3162-8AB00-0AA0
6SL3162-8BD00-0AA0

SINAMICS/SINUMERIK/SIMOTION
dust-proof blanking plugs

For DRIVE-CLIQ port
® 6 units
© 50 units

6SL3066-4CA01-0AA0
6SL3066-4CA00-0AA0
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SINAMICS S120 drive system
SINAMICS S120

Booksize format > Motor Modules > Series motor reactors

. Overview

Series motor reactor

A series reactor in the form of a three-limb iron-cored reactor
may be required in the case of special motors with minimal leak-
age inductance (for which the controller settings are insufficient).
Motors with a low leakage inductance are, from experience,
motors that can achieve high stator frequencies > 300 Hz or
motors with a high rated current > 85 A.

The series motor reactors are designed for a pulse frequency
of 4 kHz or 8 kHz output from the Motor Module. Higher pulse
frequencies are not permissible.

. Overview (continued)

The series motor reactor must be installed as close as possible
to the Motor Module.

The voltage drop across a series reactor depends on the motor
current and the motor frequency. If an unregulated infeed is
used, the maximum rated motor voltage depends on the line
supply voltage available. If these guide values are observed,
lower reductions in power in the upper speed range of the motor
can be achieved.

The surface temperature of the series motor reactor can reach
up to 100 °C. This additional heat source must be taken into
account in the system.

The notes in the Configuration Manual for the motors used must
be observed.

. Selection and ordering data

Suitable for Series motor reactor
Motor Module
in booksize format Rated Bated
i ) current  induc-
Internal air cooling tance
External air cooling
Type A mH Article No.
6SL3120-... 225 0.3 4EU2552-0EF00-4BA0
6SL3121-...
6SL3120-... 108 0.1 4EU3951-0AR00-4B
6SL3121-...

. Technical specifications

Article No. 4EU2552-0EF00-4BAO
Product designation Series motor reactor

Input voltage 380 ... 480 V 3 AC (DC link voltage 510 ... 720 V DC)

4EU3951-0AR00-4B
Series motor reactor

Rated current A 22.5 108
Rated inductance mH 0.3 0.1
Power loss W 146 454
Continuous current kpmax» A 25 120
therm. perm.

Continuous frequency, Hz 1400 1400
therm. perm.

Pulse frequency, max. kHz 8 8
Relative voltage drop at the % 23 38
series motor reactor

At linmax @nd Viated

Ambient temperature *C 40 40

Connection to
Motor Module/motor

Flat-type terminal

Flat-type terminal

PE connection M6 screw M8 screw
Degree of protection IPOO IPOO
Width mm 225 410
Height mm 210 385
Depth mm 115 174

Net weight kg 16 68
Certificate of suitability cURus cURus
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Type

6FC5398-...
6FC5398-0AC10-1YA2
6FC5398-1BP40-5RA3
6FC5398-2BP40-5RA3
6FC5398-4BP40-5RA3
6FC5398-5BP40-5.A3.
6FC5398-6AP40-5.A3.
6FC5398-6AP40-5XC3
6FC5398-6AP40-5XE3
6FC5398-7BP40-5.A3.
6FC5398-7CP40-5.A3.
6FC5398-7CP40-5XC3
6FC5398-7CP40-5XE3
6FC5398-8BP40-5.A3.
6FC5398-8CP40-5.A3.
6FC5398-8CP40-5XC3
6FC5398-8CP40-5XE3

6FC5800-0AC.0-...

6FC5800-0AC00-0YBO ........cccovvvvcn 2/3, 2/27
6FC5800-0AC20-0YBO ... . 2/3, 2127
6FC5800-0AC30-0YBO ... .. 2/8, 2/27
6FC5800-0AC50-0YBO 2/24, 2/28

6FC5800-0AD40-...

6FC5800-0AD40-0YBO ..o 2/22,2/28
6FC5800-0AM...

6FC5800-0AMO1-0YBO .........cccvveccn 2/6, 2/27
6FC5800-0AM06-0YBO .. .

6FC5800-0AM08-0YBO ..
6FC5800-0AM27-0YBO ..
6FC5800-0AM28-0YBO ..
6FC5800-0AM34-0YBO ..
6FC5800-0AM54-0YBO ..
6FC5800-0AM55-0YBO ..
6FC5800-0AMB0-0YBO ..
6FC5800-0AM72-0YBO ..
6FC5800-0AM73-0YBO ..
6FC5800-0AM75-0YBO ..
6FC5800-0AM78-0YBO

6FC5800-0AP...
6FC5800-0AP01-0YBO. ... 2/19, 2/29
6FC5800-0AP05-0YBO 2/13, 2/29
6FC5800-0AP13-0YBO ...214,2/29
6FC5800-0AP16-0YBO /10, 2/11, 2/13,
2/15, 2/16, 2/21, 2/29
...2/13,2/29
..2/9, 2/30
2/15, 2/29
2/15, 2/29
.. 2/9, 2/29
2/25, 2/30
2/14, 2/28
2/25, 2/28
2/14, 2/30
2/14, 2/29
2/10, 2/28
2/19, 2/30

.. 2/8,2/27
2/22, 2/28
2/22, 2/28
2/21, 2/28
.27, 2127
.. 2/8,2/28
. 2[7,2/28
2/18, 2/29

6FC5800-0AP17-0YBO
6FC5800-0AP18-0YBO
6FC5800-0AP22-0YBO
6FC5800-0AP25-0YB0O
6FC5800-0AP28-0YBO
6FC5800-0AP30-0YBO
6FC5800-0AP54-0YB0O
6FC5800-0AP55-0YB0O
6FC5800-0AP56-0YBO
6FC5800-0AP58-0YB0O
6FC5800-0AP64-0YBO
6FC5800-0AP67-0YBO

6FC5800-0AP75-0YBO .. 2/3,2/30
6FC5800-0AP76-0YBO .. 2/3,2/28
B6FC5800-0AP77-0YBO.......ccocoviiii, 2/3, 2/30
6FC5800-0AS...

B6FC5800-0AS05-0YBO..........covveeene 2/14, 2/28
6FC5800-0AS06-0YBO ... 2[22,2/28
6FC5800-0AS07-0YBO ..2/7,2/9, 2/30

6FC5800-0AS16-0YBO
B6FC5800-0AS17-0YBO.......ccoovviii 2/9, 2/30
6FC5800-0AS35-0YBO .2]14, 2/22, 2/29
6FC5800-0AS50-0YBO. ........ccoovvccian 2/8, 2/27
6FC5800-0AS51-0YBO .2l7,2/27
6FC5800-0AS52-0YBO . 2[7,2/28

.. 2[7,2/30

6FC5800-0AS53-0YBO 2/10, 2/28
B6FC5800-0AS54-0YBO.......ccocovviii, 2/8, 2/27
6FC5830-0CY40-...

B6FC5830-0CY40-0YA8......ocooivvccce 3/5, 3/11

6FC5833-.GY40-...
6FC5833-1GY40-4YAQ
6FC5833-2GY40-4YAO

2/2, 3/11
2/2, 3/11
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Type Page
6FC5834-.GY40-...

BFC5834-1GY40-4YAD ..o 2/2, 3/11
6FC5834-2GY40-4YAQ .. ...2/2, 3/11
6FC5834-3GY40-4YAD ..o, 2/2, 3/11
6FC5835-.GY40-...

B6FC5835-1GY40-4YAD ..o 2/2, 3/5
B6FC5835-2GY40-4YAQD ....oovviiiiiiii 2/2, 3/5
B6FC5835-3GY40-4YAD ..o 2/2, 3/5
6FC5836-.GY40-...

6FC5836-1GY40-4YAQ ..o, 2/2, 3/11
6FC5836-2GY40-4YAO .. .22, 3/11
B6FC5836-3GY40-4YAD .....cvoviiiieiiiin 2/2, 3/11
6FC5860-...

B6FC5860-0YC40-0YA8 ... 2/21, 3/5, 3/11
6FC5860-7YC0O0-0YAOQ ........... 2/24, 2/25, 3/5, 3/11
6FC5864-...
B6FC5864-0YD0O0-0AA8........oovviiiiiiiiiai 2/26
B6FC5864-4AP00-0Y.0 ..ot 2/26
6FC5864-4BP00-0Y.0.
B6FC5864-4CP00-0Y.0....cooviieiiiiiiiie 2/26
6FC5870-...

BFC5870-0CC41-0YAD ..o 8/9

6FC5870-0YC41-1YAQ
6FC5870-1SC41-0YAO
6FC5870-1TC41-0YAO...
6FC5870-1YC41-1YAQ ..
6FC5870-2TC41-0YAQ
6FC5870-4YC41-1YAQ
6FC5870-4YC41-1YCO..
6FC5870-8YC41-1YAO ..
6FC5870-8YC41-1YCO

6FC8520-0RX00-...

BFC8520-0RX00-.AA2 ... 8/2
6FC9320-5D...

B6FC9320-5DB0T........ccooiicivciic 2/20, 3/17
B6FCI320-5DCOT ..o 2/20, 3/17

6FC9320-5DEO2.. .2/20, 3/17

6FC9320-5DFO01 .. .2/20, 3/17
B6FC9320-5DMO0 ..o 2/20, 3/17
BFCI9320-5DNOO ........ooooviiiiiiiiiiiiic 3/17
6FC9341-...

BFCO341-1AQ ..o

6FX.002-2...
6FX.002-2AD04-...
6FX.002-2AH00
6FX.002-2AH04
6FX.002-2CA31-..
6FX.002-2CA34-...
6FX.002-2CB54
6FX.002-2CC11
6FX.002-2CD24-...
B6FX.002-2CG00-.... ..o 7/16
6FX.002-2CHO0
6FX.002-2CR00
6FX.002-2EQ10-...
6FX.002-2EQ14-

6FX.002-5C...

6FX.002-5CE02-
6FX.002-5CE04-...
6FX.002-5CE06-
6FX.002-5CF10-...
6FX.002-5CF14-
6FX.002-5CG10-..
6FX.002-5CG12-..
BFX.002-5CG22-.... ..o
BFX.002-5CG32-.... oooviiiiiiiii e
6FX.002-5CNO1
6FX.002-5CN11
6FX.002-5CN21-...
BFX.002-5CN31-......oooiiiiiiii e

Appendix
Indexes

Article number index

Page

Type
6FX.002-5D...
6FX.002-5DF10-...
6FX.002-5DF 14-...
6FX.002-5DG10-..
BFX.002-5DG12-.... oot
BFX.002-5DG22-.... ...oooiiiiiii e
6FX.002-5DG32-..
6FX.002-5DNO1-..
BFX.002-5DNT 1= i
BFX.002-5DN20-.... .cviviiiiiiiiceie
6FX.002-5DN21-..
BFX.002-5DN3T-.... oot

6FX.008-1B...

6FX.008-1BA11-
6FX.008-1BA21-
6FX.008-1BB11-
6FX.008-1BB21-

6FX2001-2...
6FX2001-2C
6FX2001-2D... .
6FX2001-2E
6FX2001-2F
6FX2001-2G..
6FX2001-2H... .
6FX2001-2M
6FX2001-2N
6FX2001-2P..
6FX2001-2Q..
6FX2001-2R..
6FX2001-2S

6FX2001-3...
6FX2001-3C
6FX2001-3E..
6FX2001-3G

6FX2001-5...
6FX2001-5F
6FX2001-5Q
6FX2001-5V
6FX2001-5W

6FX2001-7K...

6FX2001-7KF06
6FX2001-7KF10 ..
6FX2001-7KPO1
6FX2001-7KS06
6FX2001-7KS10

6FX2002-1DC...

BFX2002-1DCO0-.... oo 7/15
6FX2002-1DCO0-1..0 ....cociviiiicn 3/11, 3/19
6FX2003-0S...

6FX2003-0SA12

6FX2003-0SA17 e
BFX2003-0SUO7 ..o 4/47
BFX2003-0SU12......oiiiiiiicici 6/6
6FX2006-1BG..

B6FX2006-1BGO3 .........covviice 2/20, 3/15
6FX2006-1BG20 . . 2/20, 3/15
BFX2006-1BG56 ... 3/15
6FX2006-1BG70 ..o 2/20, 3/15, 3/17
6FX2007-1AD..

BFX2007-1ADO3 ..o, 2/20, 3/15
B6FX2007-1AD13 ..o 2/20, 3/15
6FX5002-2...

BFX5002-2CA12-.... oo 716
BFX5002-2DC10-.... oo 7/15
6FX8002-...

BFX8002-2CA80-.... ..o 7/16
BFX8002-2DC10-.... oo 7/15

6FX8002-5CP10-
6FX8002-5CP11-.
6FX8002-5CR10-.
6FX8002-5CR11-

6FX8008-1BB...

6FX8008-1BB21-
6FX8008-1BB31-
6FX8008-1BB41-
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Appendix
Indexes

Article number index

Type Page
6NH...
BNH7701-5AN. ..o 2/25, 3/21

6NH9720-3AA00 2/25, 3/21

6NH9860-1AA00 2/25, 3/21
6SE7023-2...

BSE7023-2ES87-2DCO0.......coevviiciiicii 4/46
6SE7028-0...

6SE7028-0ES87-2DCO0.......coovvoiiiicie 4/46
6SL3000-0...

6SL3000-0BE21-6DAO0.......... 4/10, 4/18 ,4/27, 4/34
6SL.3000-0BE23-6DAT .................. 4/18, 4/27, 4/34
6SL.3000-0BE25-5DA0 ... 418, 4/27
6SL3000-0BE28-0DA0.......ccociiiiiiiiiis 4/27

6SL.3000-0BE31-2DA0
6SL.3000-0CE15-0AA0
6SL3000-0CE21-0AAQ
6SL.3000-0CE21-6AA0
6SL.3000-0CE22-0AA0
6SL3000-0CE23-6AA0
6SL.3000-0CE24-0AA0
6SL.3000-0CE25-5AA0
6SL3000-0CE31-0AAQ
6SL.3000-0HE 15-0AA0
6SL.3000-0HE21-0AAD

4/27, 4/34

6SL3040-1N...

6SL3040-1NB0O0-0AAQ. ......coovvccce 2/3, 3/11
6SL3040-1NCO0-0AAD .......oovvecc 2/2, 3/11
6SL3055-0AA00-...
6SL3055-0AA00-3BA0.......c.covvicae 2/24, 3/11
6SL.3055-0AA00-3BA0 4/52
6SL3055-0AA00-5BA3..........covveec 2/4, 4/54
6SL3055-0AA00-5CA2.......coovvciii 2/4, 4/55
6SL.3055-0AA00-5DA0 .. 2/4, 4/56
6SL.3055-0AA00-5EA3 .24
6SL3055-0AA00-5HAS.......cooiiiiiicc 2/4
6SL3055-0AA00-5JA3 ... 2/4
6SL.3055-0AA00-5KA3 .. 2/4, 4/57
6SL3055-0AA00-6AAT .. 2/4, 4/50

6SL.3055-0AA00-6ABO...........coocveee 2/4, 4/51

6SL3060-4A..0-...
6SL3060-4A..0-0AA0 .......ccve
6SL3060-4AA10-0AA0
6SL.3060-4AK00-0AA0
6SL3060-4AP00-0AA0
6SL.3060-4AU00-0AAD

6SL3066-4CAO...

6SL3066-4CA00-0AAQ................. 4/16, 4/24, 4/32,
4/40, 4/50-4/52

6SL3066-4CA01-0AAQ................. 4/16, 4/24, 4/32,

4/40, 4/50-4/52
6SL3070-0AA00-...

6SL3070-0AA00-0AGO ................... 3/5, 3/11, 8/13
6SL3072-0AA00-...

6SL3072-0AA00-0AGO ........occovveec 3/5, 3/11
6SL3097-...

6SL3097-4AV00-0.P4 ..o 8/4
6SL3100-0...

6SL3100-0BE21-6AB0O
6SL.3100-0BE23-6AB0
6SL.3100-0BE25-5AB0
6SL3100-0BE28-0AB0O
6SL.3100-0BE31-2AB0
6SL3100-0EE21-6AA0
6SL3100-0EE22-0AA0

Order code index

Order code Page

© Siemens AG 2015

Type
6SL3100-1...
6SL3100-1AE31-0AB1

6SL3100-1BE31-0AAQ ..
6SL3100-1CE14-0AAO ..

6SL3100-1DE22-0AA1

6SL3111-.VE2...
6SL3111-3VE21-6EAD
6SL3111-3VE21-6FAD

6SL3111-3VE22-0HAO ..
6SL3111-4VE21-0EAOQ...

6SL3111-4VE21-6EAD
6SL3111-4VE21-6FAQ
6SL3111-4VE22-0HAQ

6SL3120-1TE...
6SL3120-1TE13-0AA4

6SL3120-1TE15-0AA4 ...

6SL3120-1TE21-0AA4
6SL3120-1TE21-8AA4

6SL3120-1TE23-0AA4 ...
6SL3120-1TE24-5AA3...
6SL.3120-1TE26-0AAS ...
6SL3120-1TE28-5AA3....
6SL3120-1TE31-3AA3...

6SL3120-1TE32-0AA4

6SL3120-2TE...

6SL3120-2TE13-0AA4
6SL3120-2TE15-0AA4
6SL3120-2TE21-0AA4
6SL3120-2TE21-8AA3

6SL3121-1TE...
6SL3121-1TE13-0AA4

6SL3121-1TE15-0AA4 ...

6SL3121-1TE21-0AA4
6SL3121-1TE21-8AA4

6SL3121-1TE23-0AA3....
6SL3121-1TE24-5AA3...

6SL3121-1TE26-0AA3
6SL.3121-1TE28-5AA3

6SL3121-1TE31-3AA3...

6SL3121-1TE32-0AA4

6SL3121-2TE...

6SL3121-2TE13-0AA4
6SL3121-2TE15-0AA4
6SL3121-2TE21-0AA4
6SL3121-2TE21-8AA3

6SL3130-1...
6SL3130-1TE22-0AA0

6SL3130-1TE24-0AAO....

6SL3130-1TE31-0AA0

6SL3130-6...
6SL.3130-6AE15-0AB1
6SL3130-6AE21-0AB1

6SL3130-6TE21-6AA4...
6SL.3130-6TE23-6AA3 ...

6SL3130-6TE25-5AA3

6SL3130-7TE...
6SL3130-7TE21-6AA4
6SL3130-7TE23-6AA3

6SL3130-7TE25-5AA3...
6SL.3130-7TE28-0AAS....

6SL3130-7TE31-2AA3

6SL3131-6...
6SL3131-6AE15-0AA1
6SL3131-6AE21-0AA1

6SL3131-6TE21-6AAS3...
6SL3131-6TE23-6AAS3...

6SL.3131-6TE25-5AA3

Type Page

6SL3131-7TE2...

6SL3131-7TE21-6AA3
6SL3131-7TE23-6AA3 ..
6SL3131-7TE25-5AA3 ..
6SL3131-7TE28-0AA3
6SL3131-7TE31-2AA3

6SL3160-8...

6SL3160-8CD10-0AA0
6SL3160-8DF10-0AAQ..
6SL3160-8EH10-0AAO..
6SL3160-8FM10-0AAQ

6SL3161-...

6SL3161-0EPO0-0AAD ........oovicc 4/8
6SL3161-1LPO0-0AAD ......ooviiiiiiiec 4/8
6SL3162-1...

6SL3162-1AF00-0AAT ... 4/16, 4/24, 4/32, 4/40
6SL3162-1AF00-0BAT .. 4/24, 4/40
6SL3162-1AH00-0AAQ . . 4/24, 4/40

6SL3162-TAHO1-0AAD ......cooovvne 4/24, 4/32
6SL3162-TAHO1-0BAO .......ocoovve 4/24, 4/40
6SL3162-2...
6SL3162-2AA00-0AA0......... 4/16, 4/24, 4/32, 4/40
6SL3162-2BD0O0-0AA0 ................ 4/16, 4/24, 4/32,
4/40, 4/43, 4/49
6SL3162-2BMO0-0AAD ................ 4/16, 4/24, 4/32,
4/40, 4/49
6SL3162-2BMO1-0AAQ ................ 4/16, 4/24, 4/32,
4/40, 4/43, 4/49
6SL3162-2DB0O0-0AA0 ........ocoovvne 4/40, 4/43
6SL3162-2DD00-0AA0 ..o 4/40, 4/43
6SL3162-2MAOO-0AAD ........ccovvece 4/40, 4/43
6SL3162-8...
6SL3162-8AB00-0AA0 ... 4143
6SL3162-8BD00-0AA0 ... 443
6SL3163-1...
6SL3163-TAF00-0AAD ........oooviiicee 4/26
6SL3163-1TAH00-0AAD ....ocovviiiiiiiiiis 4/26
6SL3163-TAMOO-0AAD .......ocveiiiciiiiie 4/26
6SL3163-8...
6SL3163-8FDO0-0AAD..........cocvcee 4/16, 4/24
6SL3163-8GF00-0AAQ.. . 4/16, 4/24
6SL3163-8HH00-0AAO . ... 424

6SL3163-8JM00-0AAOD. .........covoiiiiiiic 4/24
6SL.3163-8KB00-0AA1 ... 4/16
6SL.3163-8LD00-0AA0 ... 4132

6SL3166-...
6SL3166-3AB00-0AAO....... 4/16, 4/24, 4/26, 4/32,
4J40, 4/45, 447, 4/48

6SL3420-.TE...

6SL3420-1TE13-0AA1
6SL3420-1TE15-0AA1
6SL3420-1TE21-0AA1
6SL3420-1TE21-8AAT ..
6SL3420-2TE11-7AAT ..
6SL3420-2TE13-0AA1
6SL3420-2TE15-0AA1

6SN1113-1AA00-...

6SN1113-1AA00-ODAD ... 4/46
7KM...

7KM2112-0BA00-3AAD .....coocvviicne 2/25, 3/23
7KM4212-0BA00-3AA0 ... 2/25, 3/23
E86060-D4001-...

E86060-D4001-A510-D4-7600 ....................... 8/14
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Appendix

Conversion tables

O Rotary inertia (to convert from A to B, multiply by entry in table)

B lb-in® Ib-ft? Ib-in-s? Ib-ft-s2 kg-cm®  kg-cm-s®>  gm-cm?  gm-cm-s?®  oz-in® 0z-in-s?
A slug-ft?
Ib-in® 1 6.94%x103 259x10° 215x10% 2926 298x 103 292x10° 2984 16 414%x1072
Ib-ft? 144 1 0.3729 3.10x 1072 421.40 0.4297 421x10° 42971 2304 5.967
Ib-in-s® 386.08 2.681 1 8.33x1072 1.129x10° 1.152 1.129%x10% 1.152x10° 6.177x10° 16
Ib-ft-s2 463x10% 32.17 12 1 135x10* 13.825 1.355%107 1.38x10* 7.41x10% 192
slug-ft?
kg-cm? 0.3417 237x10° 8.85x10% 7.37x107° 1 1.019% 1073 1000 1.019 5.46 1.41x 1072
kg-cm-s® 335.1 2.327 0.8679 7.23x107% 980.66 1 9.8x10° 1000 536x10°% 13.887
gm-cm? 3.417x107% 237x10° 885x1077 7.37x10°8 1x10°  1.01x10° 1 1.01x10° 5.46x10° 1.41x107°
gm-cm-s? 0.335 2.32x107° 867x10™ 7.23x107° 0.9806 1% 1078 980.6 1 5.36 1.38x 1072
0z-in? 0.0625 434%x10% 161x10% 1.34x10° 0.182 186x10™* 1829 0.186 1 259x 1073
0z-in-s? 2413 0.1675 6.25x10% 5.20x10° 70.615 7.20x102 7.09x10* 72.0 386.08 1

. Torque (to convert from A to B, multiply by entry in table)

A B Ib-in [b-ft 0z-in N-m kg-cm kg-m gm-cm dyne-cm
Ib-in Ty 8.333x102 16 0.113 1.152 1.152x102  1.152x 103 1.129% 108
Ib-ft 12 1 192 1.355 13.825 0.138 1.382x 10* 1.355x 107
o0z-in 6.25x 1072 5208x10°% 1 7.061x10° 7.200x102  7.200x 1074  72.007 7.061x 10%
N-m 8.850 0.737 141,612 1 10.197 0.102 1.019% 104 1% 107
kg-cm 0.8679 7.233x102  13.877 9.806x1072 1 1072 1000 9.806 x 10°
kg-m 86.796 7.233 1.388x10%  9.806 100 1 1x10° 9.806 x 107
gm-cm 8.679x10% 7.233x107° 1.388x102 9.806x10° 1x107° 1x107° 1 980.665
dyne-cm 8.850x 107  7.375x10% 1.416x10° 107 1.0197x10° 1.019x10°8  1.019x10° 1

. Length (to convert from A to B, multiply by entry in table)

. Force (to convert from A to B, multiply by entry in table)

Ninches feet cm yd mm - m “ b oz gm dyne N

A A

inches 1 0.0833 254 0.028 254 00254 Ib 1 16 4536 4.448x10° 4.4482
feet 12 1 30.48 0.333 3048 0.3048 oz 0.0625 1 28.35 2.780x10% 0.27801
cm 0.3937 0.03281 1 1.09x102 10  0.01 gm 2.205x 1073 0.03527 1 1.02x10°  NA.
yd 36 3 91.44 1 914.4 0.914 dyne 2.248x10° 359x10° 980.7 1 0.00001
mm 0.03937 0.00328 0.1  1.09x1073 1 0.001 N 0.22481 3.5967 N.A. 100000 1

m 3937 3281 100 1.09 1000 1

. Mass (to convert from A to B, multiply by entry in table)

. Power (to convert from A to B, multiply by entry in table) y Ib oz gm kg slug
B hp Watts &
A Ib 1 16 453.6 0.4536 0.0311
hp (English) 1 745.7 oz 6.25x 107 1 28.35 0.02835 1.93x 1073
(Ib-in) (deg./s) 2.645x107° 1.972x 1078 gm 2.205x 1072 3.527 x 1072 1 10°  6.852x107°
(Ib-in) (rpm) 1.587x10™° 1.183x 1072 kg 2.205 35.27 108 1 6.852x 1072
(Ib-ft) (deg./s)  3.173x107° 2.366x 1072 slug 32.17 514.8 1.459% 10% 1459 1
(Ib-ft) (rpm) 1.904x 1074 0.1420
Watts 1341x10°3 1 | Rotation (to convert from A to B, multiply by entry in table)

N rpm rad/s degrees/s
A

rpm 1 0.105 6.0

rad/s 9.55 1 57.30
degrees/s 0.167 1.745% 1072 1
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