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Spare parts and accessories

9.1 Ordering data
Ordering data
SINUMERIK 828D is generally marketed in sales packages with drives, mofors and
accessories. For orders, please contact your local Siemens sales representative.
Designation Article number
Panel Processing Unit without system software
* PPU 241.3 BASIC horizantal BFCH3TO-3AA30-0AA1
s PPU 240.3 BASIC vertical EBFC5370-4AA30-0AA1
= PPU 261.3 horizontal BFC5370-5AA30-0AA1
* PPU 260.3 vertical 6FC5370-6AA30-0AA1
* PPU 281.3 horizontal 6FC5370-TAAID-0AA
* PPU 280.3 vertical BFC53TO-8AA30-0AA1
« PPU290.3 EFC5370-8AA30-0BAD
CompactFlash card with system software and license
* For PPU 241.3/ PPU 240.3: Turning BFC5335-1GY40- O YAD
s [For PPU 241.3/ PPU 240.3: Milling E6FC5835-2GY40- O YAD
s [For PPU 241.3 / PPU 240.3: Grinding 6FC5835-3GY40- O YAD
s [For PPU 261.3 / PPU 260.3: Tumning 6FC5834-1GY40- O YAD
* [For PPU 261.3/ PPU 260.3: Milling GFC5834-2GY40- 01 YAD
& [For PPU 261.3/ PPU 260.3: Grinding 6FC5834-3GY40- O YAD
* [For PPU 281.3/ PPU 280.3: Turming 6FC5833-1GY40- O YAD
s [For PPU 281.3/ PPU 280.3: Milling 6FC5833-2GY40- O YAD
s  For PPU 281.3 / PPU 280.3: Turning, Advanced Software | BFC5836-1GY40- 0 YAD
* [For PPU 281.3 / PPU 280.3: Milling, Advanced Software 6FC5836-2GY40- O YAD
' For PPU 281.3 / PPU 280.3: Grinding, Advanced Software | 6FC5836-3GY40- 11 YA
Components

Designation

Article number

Machine control panels:

PPU and components

« MCP 483 USB BFC5303-0AF32-0AA0
* MCP 310 USB BFC5303-0AF33-0AA0
* MCP 483C PN EFC5303-0AF22-0AA1
. fFCﬁﬂD}ﬂAFESvﬂM‘E

ALz

Manual, 10:2015, 6FCS397-20P40-0B84A3

e sl

243



Spare parts and accessories

9.1 Ordering data

Accessories

244

Designation

Article number

Interface module MCP Interface PN

BFC5303-0AF03-0AAD

Handheld electronic handwhee|

6FC9320-5DEDZ

Mini handheld unit:

= With spiral connection cable

6FX2007-1ADO03

* With straight cable

IO modules:

= PP T2/480 PN (only digital IYO)

EFC5311-0AAD0-0AAD

® PP 721480 2125 PN (digital and analog 1/0)

EFC5311-0AAD0-1AAD

Increased number of axes:

® MNumeric Control Extension MX10.3

G5L3040-1NCO0-0AAD

* MNumeric Control Extension MX15.3

65L3040-1NBOD-0AAD

Designation

Article number

CompactFlash card (emply), 2 GB

E6FC5313-5AG00-0AA2

CompactFlash card (empty as user memory), 8 GB

6FC5313-6AG00-0AA0

Front flap with fastening

G6FC5348-2AA00-0AA0

Set of clamps (9x)

6FC5248-0AF14-0AA0

USB flash drive, 8 GB

B6ESTE48-0DC50-0AA0

SENTRON PAC3200 Power Monitoring Device

TEM2112-0BA00-3AA0

SENTRON PACA4200 Power Monitoring Device

TEM4212-0BA00-3AAD

FROFINET Switched Ethernet expansion module

TEM9300-0AE00-0AAD

MODEM MD720

BNHOT20-3AA01-0XX0

ANTTA4-4MR antenna

BMHI860-1AA00

RS5232 modem cable

BNHTT01-5AN

SIMATIC DP PN/PN coupler

BEST158-3AD01-0xA0

Terminal strip converter, 50-pin

BEP5406-5AA00

Cable set comprising:
® G mribbon cable, 50-pin
® 8 insulation displacement connectors, 50-pin

6EP5306-5BG00

IP20 PLC /O interface connecting cable {corresponds to DRIVE-
CLiQ signal cable)

G6FX2002-1DCO0-...

Blanking plates for the DRIVE-CLIQ interface

GSL3086-4CA00-0AAD

Stabilized power supply SITOP lite 10 A
24 VDC, 1-phase

6EP1334-1LBOO

Stabilized power supply SITOP smart 10 A
24 WDC, 1-phase

6EP1334-2BAD1

Stabilized power supply PSU100S 20 A
24VDC, 1-phase

6EP1336-2BA10

PPLU and components
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Spare parts and accessories
8.1 Ordering data

Designation Article number
Stabilized power supply PSU300S 10 A GEP1434-2BA10
24 VDC, 3-phase

Stabilized power supply PSU300S 20 A GEP1436-2BA10
24 VDG, 3-phase

PPU and components
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Spare parts and accessories

9.2 SITOP power supply
9.2 SITOP power supply
Description
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Figure 9-1  SITOP PSU100S

The 24V power supply units from the SITOP range are optimized for industrial use and operate
on the switched-mode principle. Due to the precisely regulated output voltage, the devices are
even suitable for the connection of sensitive sensors. Different versions are available

depending on the output current and field of application. Some versions are listed in the table
below,

SITOP lite/smart does not require much space on the standard mounting rail. With its tolerant
overload response, even loads with a high inrush current can be smoothly switched on. If
required, 50% extra power is made available for 5 seconds.

Selection and ordering data

Description Article number
Stabilized power supply SITOP lite 10 A 6EP1334-1LB0O
24 VDC, 1-phase

Stabilized power supply SITOP smart 10 A G6EP1334-2BAMN
24 WVDC, 1-phase

Stabilized power supply PSU100S 20 A GEP1336-2BA10
24 VDC, 1-phase

Stabilized power supply PSU300S 10 A GEP1434-2BA10
24 VDC, 3-phase

Stabilized power supply PSU300S 20 A 6EP1436-2BA10

24 VDC, 3-phase

Further information

You can find additional information on the internet at SITOP power supply {http.//
support.automation.siemens.com/WW/view/de/10807212)

PPLU and components
246 Marnual, 102015, 6FC5397-2DP40-3BA3



Spare parts and accessories
8.3 SENTRON PAC3200 and PAC4200

9.3 SENTRON PAC3200 and PAC4200

Description

Figure -2  SENTRON PAC3200

The SENTRON PAC measuring devices ensure precise, reproducible and reliable
measurement of energy values for infeed, outgoing feeders or individual loads. They not only
supply comprehensive information about your electrical installation and power distribution
system, but also provide important measured values to help you assess the status of your
system and the power quality. For further processing of the measurement data, the devices
are equipped with a wide range of communication options for easy integration into higher-level
automation and power management systems. They can be used for both single-phase and
multi-phase measurements in 3- and 4-conductor power supply systems (TN, TT, IT).

Details on the configuration of the communication between the PPU and the SENTRON PAC
can be found at: Activating and addressing components (Page 238)

Technical specifications

Parameter SENTRON PAC3200 SENTRON PAC4200
Article number TEM2112-0BA00-3AA0 THM4212-0BAD0-3AA0
Swilched Ethernet PROFINET module TRMI300-0AE00-0AAD
Suitable for TN, TT and IT systems o o
Continuous signal acquisition o o
Measuring inputs for voltage Max. 690V (400 V
3 AC; UL-L/UL-N; CAT NI
* ‘Wide-range power supply 95 to 240 VAC 50060 Hz £10%
110 to 340 VDC £10%
Measuring inputs for voltage Max. 500V /288 Y
3 AC; UL-L/UL-N; CAT Il
* Low-voltage power supply 220 65 VDC; £10%
Measurement at voltage transformers for o

voltages = 500V / 690 V

PPU and components
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