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1. Order Designation:

6DD 1600 - 0AF0     Processor module PM16 with 128K RAM for software versions from 3.0 .

2. Functional Description

The processor module PM16 processes general technological control, calculation and regulation tasks
in the SIMADYN D system. These tasks lie above the drive level control and regulation functions
(torque shell). The board contains the -CMOS- 16 bit microprocessor 80C186 - 16MHz with
corresponding peripherals.

Plug-in program memory modules (MS31, MS3) are used in the mounting location X50 for the board
user programs as well as for the system firmware (operating system, supervisor program, function
module code, .... ). The user programs run on the processor under the SIMADYN D real time
operating system. This guarantees interrupt controlled fixed cycle times of ≥ 1ms, dependent upon
the configuration.

There are 16 binary input and 16 binary output channels available for the fast exchange of data with
the process IO (connector X5).The binary inputs can be declared, via software, as interrupt inputs. At
the occurrence of a signal edge at an interrupt input, the processor interrupts the current cyclic
processing and runs the function packet process interrupt job PIJ . Connection cables carrying binary
signals are connected to interface modules and not directly to the processor module.

The interface modules implement both the mechanical connection terminal and the electrical signal
adaptation. The plant signals can be directly connected to these terminals.

Two serial interfaces (connectors X01, X02) are available for communication :

      - to a higher level computer
      - for data transfers between SIMADYN D systems
      - listing outputs to printers
      - to the SIMADYN D system peripheral IO
        (operator panel OP1, service unit US1 and programming unit PG 675, 685 or 750)

The seven segment display on the board front panel, indicates a "-" character during the start-up
phase and the configured processor number during normal operation. The display flashes with an
error code when a fault occurs.

The error codes are described in the processor module handling instructions  /1/.

When an error message is displayed, the HEX supervisor can be activated by pressing the S1 key.

A forced board reset (Restart) can be initiated using the twin jack connectors X10 and X11 . The jack
connectors must therefore be jumpered by a switch or a shorting plug.

The 50 pin diagnostic connector X4 is available on the board for hardware diagnostics using a logic
analyzer or a recorder.

Three watchdogs are installed on each processor board to monitor the hardware and software system
states.
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The hardware monitor checks:

   - Ready signal time-outs during system bus accessing

   - Double address decoding errors

   - Accessing unused or non-existent addresses

   - Collision detection of a DMA access with a system bus access (Detection can be disabled by
     software)

   - System bus fault messages

The software monitor checks:

   - Whether the processor is still running a cyclic task.

   - Whether the interrupt controller for the serial interface, timer and  inputs are fully operational.

A "Non-Maskable Interrupt" (NMI) is generated when the supervisor detects a fault. The processor
attempts to resolve the problem and resume cyclic operation. If the fault is caused by the processor
itself, then the processor switches to 'inactive', the red dot on the seven segment display is switched
on and the bus signal "system error" is activated.

3. Board Design

- Connectors for local and communication busses.

      - CPU 80C186 - 16 MHz

      - RAM        128 K Byte
        Battery buffered by the power supply (PS)

      - Connector terminal for the program memory sub-modules MS3/31/4/45

      - 2 serial interfaces
        selection of V24(RS232), 20mA(TTY), RS485

      - 16 binary inputs
        no galvanic isolation, used as interrupt controlled inputs

      - 16 binary outputs
        no galvanic isolation
        maximum of 30V / 50mA

      - Real time clock
        resolution 10 ms; battery buffered by the PS

      - 7 segment display for the configured processor number
        or error display

      - Board identification



Application Notes

Siemens AG   Dk-Nr. 221441 Edition 05.95 5
SIMADYN D   Hardware   User Manual

      - Hardware and software monitoring by watchdogs

      - Test connector for a logic analyzer or recorder
4. Application Notes

The processor module PM16 can be installed in both the large racks such as SR1 and SR5 with local
and communication busses  and the small racks such as SR2 and SR4 with local bus. It occupies two
standard slots in the racks.

The rack must either be installed with the bus terminator or a memory coupling board.

The board can be installed on any rack slot with "slot number coding", that contains the SIMADYN D
system bus interface. Whereby, it should be noted that the left-aligned slot must be installed with a
local bus master (processor module). If this is not adhered to, then the local peripheral boards will not
be supplied with the 8MHz clock. Daisy chain jumpers must be installed on empty slots for multi-
processor configurations.

The board must be fixed to the rack by screws (even during commissioning) to ensure correct
functioning.

If the board is connected to an adapter, then the frame must be shorted to the rack housing by a short
conductor.

The board may not be pulled or installed under power.

When the serial interfaces X01 and X02 are used, then thick film interface modules (hybrid modules)
must be installed. The following hybrid modules are currently available:

      SS1 :  20 mA (TTY)
      SS2 :  V.24    (RS 232)
      SS3 :             (RS 485)

The hybrid module for the serial interface X01 is to be installed on connector X51 (U1) and on
connector X52 (U2, see printed diagram) for the interface X02 .

ATTENTION:  CHECK INSTALLATION LOCATION CAREFULLY!

The binary inputs and outputs are connected via interface modules, which are fixed to a terminal rail.
The connection from the board connector X5 to the interface modules is implemented with ribbon
cable.
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The following connection configurations are possible:

a)  All 16 binary inputs and outputs are brought from the PM16 connector X5 to the interface module 
SE3.1 (24V no galvanic isolation) via a 40 pin ribbon cable.The external connection to the plant 
are implemented there (screw terminals).

X5

16 Binär
in/outputs 24V

PM16

40-way

Interface module
SE3.1

ribbon cable
40-way

b)  The 16 binary inputs and outputs are distributed to 4 different interface modules. A ribbon cable is 
therefore connected to the PM16 board connector X5 with split connectors at the other end (4x10 
pin) which are then brought out to the interface modules. It is then possible to connect e.g. 8 inputs
or outputs with galvanic isolation and 8 without galvanic isolation. The reference voltage of 
M24/screen may be selected via the DIP-FIX switch S2 for the binary input signals. The default 
setting is the reference voltage for M24 (s. 2GE 465 600 9005.01 AO).

X5

16 binary
in/outputs 24V

PM16

binary signals
40-way

10-way

Interface
module

10-way

Interface
module

10-way

Interface
module

10-way

Interface
module

10-way 10-way 10-way 10-way
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Additional PM16 components:

a)  Serial Interfaces

- Hybrid interface        SS1 (20 mA) 6DD 1688-1AA0
- Hybrid interface        SS2 ( V24 ) 6DD 1688-1AB0
- Cable PM-SE12.1   : SC30.1  20 mA/ 2  m 6DD 1684-0DA1

- Cable PM-AS 512  :  SC22.1 20 mA/ 10 m 6DD 1684-0CC1
- Cable PM-PG 675 :  SC32   20 mA/ 10 m 6DD 1684-0DC0
- Cable PM-printer   :  SC34   20 mA/ 10 m 6DD 1684-0DE0
- Set of parts 25pin Cannon connector: SM3.1 6DD 1680-0AD0
- Hybrid interface       SS3 (RS485) 6DD 1688-1AC0
- Cable                   :  SC27   RS485/ 2,1 m 6DD 1684-0CH0
- SE 47.1 Bus connector module 6DD 1681-0EH0

b)  Binary input cable

     - 40pin                          2,0 m  SC18 6DD 1684-0BJ0

     - 40pin  -->  4+10pin     2,0 m  SC13 6DD 1684-0BD0

c)  Interface module

     - SE3.1 6DD 1681-0AD0
       16 Binary inputs and outputs, no galvanic isolation

     - SE4.1 6DD 1681-0AE1
        8 Binary inputs and outputs, no galvanic isolation

     - SE5.3 6DD 1681-0AF3
        8 Binary inputs maximum 220V galvanic isolation

     - SE6.1 6DD 1681-0AG1
        8 Binary outputs maximum 220V galvanic isolation

     - SE37 6DD 1681-0DH0
        8 Binary outputs 24V galvanic isolation

     - SE41.1 6DD 1681-0EB1
        8 Binary inputs 48V galvanic isolation

6DD 1681-0EB2
        8 Binary inputs 24V galvanic isolation
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5. Technical Specifications

5.1. General Data

INSULATION GROUP A FROM VDE 011 PARAGRAPH 13 GROUP 2 AT 24V-,15V,5V-
AMBIENT TEMPERATURE 0 TO 55 DEG. C WITH FORCED VENTILATION
STORAGE TEMPERATURE -40 TO +70 DEG. C
HUMIDITY CLASS F ACCORDING TO DIN 40050
ALTITUDE RATING S ACCORDING TO DIN 40040
MECHANICAL STRESS INSTALL IN FIXED EQUIPMENT, SENSITIVE TO VIBRATIONS
PACKAGING SYSTEM ES 902 C
DIMENSIONS 233,4 * 220 MM
BOARD WIDTH 2 2/3 SEP = 2EB = 40.28 MM
WEIGHT 0,7 KG

5.2. Electrical data

5.2.1. Power supply

cross-connection
protection Fuse protection

VOLTAGE +  5 V no no
VOLTAGE + 15 V no no
VOLTAGE - 15 V no no
VOLTAGE VCC no no
VOLTAGE + 3,4 V EXT yes no

DES MIN TYPICAL MAX UNIT
VOLTAGE (+  5 V) +  5 V +  4,75 +  5,25 V
VOLTAGE (+ 15 V) + 15 V + 14,40 + 15,60 V
VOLTAGE (- 15 V) - 15 V - 14,40 - 15,60 V
VOLTAGE VCC VCC +  2,20 +  5,25 V
VOLTAGE (+ 3,4 V EXT) + 3,4 V EXT +  2,20 +  5,90 V

HARMONICS (+  5 V) 0,10 Vpp
HARMONICS (+ 15 V) 0,15 Vpp
HARMONICS (- 15 V) 0,15 Vpp
HARMONICS VCC    --- Vpp
HARMONICS (+ 3,4 V)    --- Vpp

CURRENT (+  5 V) without modules 1,30 A
CURRENT (+  5 V) without module 1,40 A
CURRENT (+ 15 V) 0,05 A
CURRENT (- 15 V) 0,05 A
CURRENT VCC (buffered) 0,80 mA
CURRENT (+ 3,4 V) (buffered) 1,15 mA

POWER LOSS (+  5 V) without modules 7,00 VA
POWER LOSS (+ 15 V) 0,78 VA
POWER LOSS (- 15 V) 0,78 VA

VCC 4,00 mVA
(+ 3,4 V) 3,90 mVA
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5.2.2. Binary inputs

NUMBER 16  NO GALVANIC ISOLATION
INPUT VOLTAGE + 24 V   RATED VALUE
INPUT VOLTAGE
  FOR 0 SIGNAL -1 V TO + 6 V ;OR BINARY INPUT OPEN
  FOR 1 SIGNAL + 13 V TO + 33V
INPUT CURRENT
  FOR 1 SIGNAL TYP.  3 MA
RESPONSE TIME 220 uS with hybrid capacitor
RESPONSE TIME 20 uS without hybrid capacitor / Standard design

5.2.3. Binary outputs

NUMBER 16  NO GALVANIC ISOLATION!
POWER SUPPLY P24 EXTERNAL SUPPLY
  -RATED VALUE 24 V -
  -HARMONICS 3.6 V -
  -PERM. RANGE + 20 TO +30 V   INCL. HARMONICS
  -TEMPORARILY + 35 V  SMALLER 0,5 SEC.
CURRENT COMSUMP. P24 MAX. 900mA
OUTPUT CURRENT FOR 1 SIGNAL
  -RATED VALUE 50 MA
  -PERM. RANGE 0.2 MA TO 50 MA
SHORT CIRCUIT PROTECT ELECTRONIC
INDUCTIVE LIMITATION
TRIP VOLTAGE AT  V CC + 1 V
TOTAL LOADING 80 %   FOR 50 DEG C ALL OUTPUTS 50 MA
RESIDUAL CURRENT 20 uA  FOR O SIGNAL
SIGNAL LEVEL
  -FOR 0 SIGNAL MAX.  3 V
  -FOR 1 SIGNAL MIN. SUPPLY - 2.5 V
SWITCHING DELAY 15 uS

5.2.4. Serial Interfaces

NUMBER 2
DATA RATE MAX. 19.2 KBd / SS1 (20 mA) / SS2 (V24)

MAX.  1.0 MBD / SS3 (RS485)
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6. Pin allocation of the PM16

6.1. Allocation of the serial interfaces X01, X02

PIN V24 20 MA (TTY)
1 FRAME GROUND FRAME GROUND
2 TRANSMIT DATA OUT T*D      ---
3 RECEIVE DATA IN R*D      ---
4 REQUEST TO SEND OUT *RTS      ---
5 CLEAR TO SEND *CTS      ---
6 DATA SET READY IN      ---
7 GROUND      ---
8 DATA CARRIER DETECT IN *DCD      ---
9 GROUND GROUND
10      --- CURRENT LOOP + TRANSMIT +T*D
11 + 15 V + 15 V
12      --- 20 MA SOURCE 1
13      --- CURRENT LOOP + RECEIVE +R*D
14      --- CURRENT LOOP - RECEIVE -R*D
15 RECEIVE/TRANSMIT CLOCK *RT*C      ---
16      --- 20 MA SOURCE 2
17 RECEIVE/TRANSMIT CLOCK      ---
18 GROUND GROUND
19      --- CURRENT LOOP - TRANSMIT -T*D
20 DATA TERMINAL READY OUT      ---
21      --- 20 MA DRAIN 1
22 + 5 V + 5 V
23 + 5 V + 5 V
24 TRANSMIT RECEIVE CLOCK *TR*C 20 MA DRAIN 2
25 - 15 V - 15 V

PIN RS485
1 FRAME GROUND
2 REQUEST TO SEND +OUT 1,D
3 TRANSMIT/RECEIVE CLOCK +IN 2,R
4    ---
5 TRANSMIT DATA OUT +OUT 2,D
6 RECEIVE/TRANSMIT CLOCK +IN 3,R
7 DATA CARRIER DETECT +IN 4,R
8 RECEIVE DATA IN +IN 1,R
9 GROUND
10    ---
11 + 15 V
12    ---
13    ---
14 REQUEST TO SEND -OUT 1,D
15 TRANSMIT/RECEIVE CLOCK -IN 2,R
16    ---
17 TRANSMIT DATA OUT -OUT 2,D
18 GROUND
19 RECEIVE/TRANSMIT CLOCK -IN 3,R
20 DATA CARRIER DETECT -IN 4,R
21 RECEIVE DATA IN -IN 1,R
22 + 5 V
23 + 5 V
24    ---
25 - 15 V


