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n	GENERAL
This document describes about Model ALF111 Foundation fieldbus Communication Module (for N-IO/FIO) which is 
to establish communication between field control stations (FCS) and fieldbus devices compliant to the Foundation 
fieldbus (H1) such as transmitters and valve positioners.
This Foundation fieldbus communication module can be mounted on the field control units (AFV30, AFV40, 
A2FV50, and A2FV70), ESB bus node unit (ANB10) and optical ESB bus node unit (ANB11).
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Figure  Foundation fieldbus System Configuration

Fieldbus power supply units (*1) and terminators are required depending on the network configuration.

*1: 	 It is suggested that the fieldbus power supply unit is equipped with insulation function for realizing stable communications.

[Release 6]
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n	STANDARD SPECIFICATIONS
The Foundation fieldbus communication module (ALF111) performs as the Link Active Scheduler (LAS) to exchange 
data with devices compliant with Foundation fieldbus (H1) protocol.  The hardware specifications for this module are as 
shown in the table below.

Table  Foundation fieldbus Communication Module Hardware Specifications

Item Specifications
Model ALF111

Interface Foundation fieldbus (low speed voltage mode)
4 ports (1 segment (*1) per port)

Transmission speed 31.25 kbps

Withstanding voltage From field to system: 1500 V AC/minute

Bus connection (external connection)
• Pressure clamp terminals (removable terminal block with built-in terminators that can be    
  switched on/off.
• Connects with terminal board via a dedicated cable.

Installation method Mounted on ANB10, ANB11, AFV30, AFV40, A2FV50, or A2FV70

No. of control I/O channels (*2)
Max. 48 points/segment 
(Complies with high- and medium-speed scanning cycle by specifying up to 6 points of I/O 
points as high-speed scanning type on the ER bus.)

No. of fieldbus devices Max. 32 units per segment (*3)  (ALF111 counts as one unit) (*4)

Communication functions LAS function, Clock master function

Dual-redundancy Enabled to set up two units of ALF111 installed in the annexed slots in the same node unit.

Current consumption 0.5 A or less

Withstanding Voltage Between primary side and secondary side.
Between channel and channel. 1500 V AC for 1 minute

Weight Approx. 0.40 kg

*1:	 A segment is the engineering unit that consists of the sum of field devices that can be connected to a single H1 fieldbus and 
the ALF111 ports.

*2:	 Number of control I/O channels means the sum of parameters to be connected with each internal block of the fieldbus 
devices.

*3:	 Number of fieldbus devices to be connected varies by the conditions such as cable length, power supply capacity, and with 
or without IS barriers.

*4:	 In order to configure dual-redundant communication by setting 2 units of ALF111 in one segment, the maximum 30 units/
segment of fieldbus devices can be connected.

n	OPERATING ENVIRONMENT
Hardware Requirements
The Foundation fieldbus communication module runs on the following FCS. 

	 AFV30S, AFV30D, AFV40S, AFV40D, A2FV50S, A2FV50D, A2FV70S, A2FV70D
Software Requirements
The Foundation fieldbus communication module runs on the control functions of the following FCS.

	 VP6F1700 Control Function for Field Control Station:	 for AFV30/AFV40
	 VP6F1800 Control Function for Field Control Station:	 for A2FV50
	 VP6F1900 Control Function for Field Control Station:	 for A2FV70

Engineering Requirements
Works on VP6E5100 Standard Builder Function.
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n	INSTALLATION ENVIRONMENT
VP6F1700 Control Function for Field Control Station (for AFV30/AFV40) 

No. of ALR111, ALR121, ALE111, ALP111, ALP121, A2LP131 
AGS813, and AGP813 modules

Max. 32 units/FCS (Max. 16 pairs for dual-redundant operation) 
(*1)

No. of ALF111 modules Max. 64 units/FCS (Max. 32 pairs for dual-redundant operation)

No. of all the communication modules Max. 64 modules/FCS (*1) (*2)

No. of Foundation fieldbus face plate blocks 

Max. 100 blocks/ALF111

Max. 1500 blocks/FCS (general-purpose database type) 

Max. 1000 blocks/FCS (batch database type)
*1:	 ALP111 and ALP121 cannot be mounted on the same FCS together.
*2:	 This is the sum of ALR111, ALR121, ALE111, ALF111, ALP111, ALP121,A2LP131, AGS813, and AGP813 modules.

VP6F1800 Control Function for Field Control Station (for A2FV50) 

No. of ALR111, ALR121, ALE111, ALP121 and A2LP131 modules Max. 32 units/FCS (Max. 16 pairs for dual-redundant operation) 

No. of ALF111 modules Max. 64 units/FCS (Max. 32 pairs for dual-redundant operation)

No. of all the communication modules Max. 64 modules/FCS (*1)

No. of Foundation fieldbus face plate blocks 

Max. 100 blocks/ALF111

Max. 1500 blocks/FCS (general-purpose database type) 

Max. 1000 blocks/FCS (batch database type)
*1:	 This is the sum of ALR111, ALR121, ALE111, ALF111,  ALP121, and A2LP131 modules.

VP6F1900 Control Function for Field Control Station (for A2FV70) 

No. of ALR111, ALR121, ALE111, ALP121, and A2LP131 modules Max. 32 units/FCS (Max. 16 pairs for dual-redundant operation)

No. of ALF111 modules Max. 64 units/FCS (Max. 32 pairs for dual-redundant operation)

No. of all the communication modules Max. 64 modules/FCS (*1)

No. of Foundation fieldbus face plate blocks 

Max. 100 blocks/ALF111

Max. 1500 blocks/FCS (general-purpose database type) 

Max. 1000 blocks/FCS (batch database type)
*1:	 This is the sum of ALR111, ALR121, ALE111, ALF111,  ALP121, and A2LP131 modules.
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l	Mounting Conditions
When ALF111 is used in a dual-redundant configuration to connect with a terminal board (AEF9D), always mount a 
terminator (YCB138) in empty ports of the terminal board.
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Figure  Dual-redundant System Configuration
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