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PREPARATION AND WIRING CHECKS

Use qualified personnel and isolate all relevant power before wiring.

Allow at least 40 mm clearance above and below the station modules.

Bond the mounting rail to protective ground with low impedance.

Wire L+ and M to the removable CPU power connector with the correct polarity.

Use the specified 40-pin front connector and CEO0O terminal allocation for compact I/O.

Configure PROFIBUS node addresses and memory areas before commissioning DP.

ORIGINAL WIRING REFERENCE
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Wiring

The figure below illustrates the procedures described above.
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Strain relief CPU power supply connector

\ (removable)
230 v/120 V

Connection leads for CPU
power supply

Remaining CPUs:
(except CPU 312 IFM)

Strain relief

Connection comb
230 V/120V 0,5-0,8 Nm

CPU 312 IFM: connect L+ and M via the CPU 312 IFM front connector

Figure 7-3 Wiring the power supply module and the CPU

Note

The PS 307 power supply module is equipped with two additional DC 24 V
connections (L+ and M) for the supply of I/O modules.
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Wiring

7.4  Wiring the power supply module and the CPU

Requirement
The modules are mounted on the rail.
Connection comb (not CPU 312 IFM and CPUs with MMC)

You can connect some of the CPUs to the PS 307 power supply module using the
connection comb included with the module.

PS and CPU wiring

Note

The PS 307 power supply module is equipped with two additional DC 24 V
connections (L+ and M) for the supply of I/O modules.

Note

On the 31xC, 312, 314 (6ES7314-1AF10-0AB0) and 315-2 DP (6ES7315-2AG10-
0ABO) CPUs, the power supply connector is a plug and can be removed.

Warning

A You can come into contact with live wires if the power supply module and any
additional load power supply units are connected to the mains. You should
therefore disconnect the S7-300 from the power supply before starting the wiring.
Only use ferrules with insulating collars to press-fit onto the ends of the cables.
Once you have wired the modules, close all the front panels. You can then switch
on the S7-300 again.

1. Open the front panel to the PS 307 power supply module and CPU.
2. Open the strain relief clamp on the PS 307.

3. Strip the power cable to a length of 11 mm and connect it to L1, N and to the
ground conductor terminal of the PS 307.

4. Screw-tighten the strain relief clamp again.
5. You have two options for wiring the CPU, depending on which one you
are using:

- For theCPUs 31xC, 312, 312 IFM (on which the power connection is on the
front connector of the integral peripheral), 314 (6ES7314-1AF10-0AB0), and
CPU 315-2 DP (6ES7315-2AG10-0ABO0), the power supply connector is a
plug and may be removed. Strip the connecting cables for the CPU power
supply to a length of 11 mm.

Connect the lower terminals M and L+ on the PS 307 to terminals M and L+
on the CPU.

- CPU 313/314/314 IFM/315/315-2 DP/316-2 DP/318-2 DP: Insert the
connection comb and screw-tighten it.

6. Close the front panel.
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Wiring

7.5 Wiring front connectors

Introduction

The front connector is used to connect the sensors and actuators of your system to
the S7-300 PLC. Wire the sensors and actuators to this front connector and then
plug it into the module.

Front connector versions

Front connectors come in 20-pin and 40-pin versions, each with screw contacts or
spring terminals. 40-pin front connectors are required for CPUs 31xC and 32-
channel signal modules.

You must use the following front connectors, depending on the module:

Table 7-4 Assignment of front connectors to modules

Module Front connectors with Front connectors with
screw terminals; Order spring terminals; Order
No.: No.:

Signal modules 6ES7 392-1AJ00-0AA0 6ES7 392-1BJ00-0AA0

(not 32-channel),
Function modules,

Communication module
CP 342-2

CPU 312 IFM

Signal modules 6ES7 392-1AMO0-0AAQ 6ES7 392-1BM01-0AA0
(32-channel)

CPUs 314 IFM and 31xC

Termination with spring terminals

VAN

Tip:

7-8

To terminate a conductor in a front connector with spring terminals, simply insert
the screwdriver vertically into the opening with the red opening mechanism, insert
the wire into the terminal and remove the screwdriver.

Warning

You can damage the spring-based opening mechanism of the front connector if the
screwdriver slips sideways or if you insert the wrong size of screwdriver. Always
slide a suitable screwdriver vertically into the desired opening until it reaches the
stop. This will ensure that the spring terminal is fully open.

There is a separate opening for test probes up to 2 mm in diameter to the left of the
opening for the screwdriver.
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Safety Guidelines

This manual contains notices intended to ensure personal safety, as well as to protect the products and
connected equipment against damage. These notices are highlighted by the symbols shown below and
graded according to severity by the following texts:

Danger

precautions are not taken.

indicates that death, severe personal injury or substantial property damage will result if proper

> P

Warning

precautions are not taken.

indicates that death, severe personal injury or substantial property damage can result if proper

Caution

>

indicates that minor personal injury can result if proper precautions are not taken.

Caution

indicates that property damage can result if proper precautions are not taken.

Note

draws your attention to particularly important information on the product, handling the product, or to a

particular part of the documentation.

Qualified Personnel

Only qualified personnel should be allowed to install and work on this equipment. Qualified persons are
defined as persons who are authorized to commission, to ground and to tag circuits, equipment, and
systems in accordance with established safety practices and standards.

Correct Usage

Note the following:

Warning

/N

This device and its components may only be used for the applications described in the catalog or the

technical description, and only in connection with devices or components from other manufacturers
which have been approved or recommended by Siemens.

This product can only function correctly and safely if it is transported, stored, set up, and installed
correctly, and operated and maintained as recommended.

Trademarks

SIMATIC®, SIMATIC HMI® and SIMATIC NET® are registered trademarks of SIEMENS AG.

Third parties using for their own purposes any other names in this document which refer to trademarks might
infringe upon the rights of the trademark owners.

Copyright © Siemens AG 2001-2002 All rights reserved

The reproduction, transmission or use of this document or its
contents is not permitted without express written authority.
Offenders will be liable for damages. All rights, including rights
created by patent grant or registration of a utility model or design,
are reserved.

Siemens AG

Bereich Automation and Drives
Geschaeftsgebiet Industrial Automation Systems
Postfach 4848, D- 90327 Nuernberg

Disclaimer of Liability

We have checked the contents of this manual for agreement with
the hardware and software described. Since deviations cannot be
precluded entirely, we cannot guarantee full agreement. However,
the data in this manual are reviewed regularly and any necessary
corrections included in subsequent editions. Suggestions for
improvement are welcomed.

©Siemens AG 2001-2002
Technical data subject to change.

Siemens Aktiengesellschaft
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Installation

Installing the rail

1. When you mount the rails, allow sufficient space for mounting modules and heat
elimination (at least 40 mm above and below the modules. See the figure
below).

2. Mark up the mounting holes on the mounting surface. Drill the holes to a
diameter of 6.5 *** mm.

3. Screw on the rail (M6 screws).

Note

Take care to create a low-impedance connection between the rail and a
mounting surface which is a grounded metal plate or equipment mounting plate.
In the case of varnished or anodized metals, for instance, use a suitable
contacting agent or contact washers.
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Figure 6-2 Free space required for an S7-300 installation
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Wiring

7.2 connecting the protective conductor to the rail

Requirement

The rail is fixed to the mounting surface.

Connecting the protective conductor

1. Connect the protective conductor to the rail,
using the M6 protective conductor bolt.

Minimum cross-section of the protective conductor: 10 mm?.

The figure below shows how the protective conductor must be bonded to the rail.

Figure 7-1 connecting the protective conductor to the rail

Note

Always ensure a low-impedance connection of the protective conductor. You can
achieve this by bonding a cable with low impedance and as short as possible to a
large contact surface. For example, if the S7-300 is mounted on a hinged frame
you must use a flexible ground strap.
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Commissioning

9.7 Commissioning PROFIBUS DP

Requirements
Requirement for commissioning a PROFIBUS DP network is:
e A PROFIBUS DP network has been created.

e In STEP 7, you have configured the PROFIBUS DP network and you have
assigned all network nodes a PROFIBUS DP address and memory area (see
the Manual SIMATIC, STEP 7 V5.x; Configuring hardware and connections with
STEP 7 V5.x).

o Note that you must also set address switches in some of the DP slaves (see the
description of the relevant DP slave).

e Software requirements are shown in the table below, depending on the CPU:

Table 9-6 Software requirements

CPU Order No. Software required

313C-2DP 6ES/313-6CE00-0ABO STEP 7 V5.1 or later + SP 4

314C-2DP 6ES7314-6CF00-0ABO COM PROFIBUS V 5.0 or later

315-2 DP 6ES7315-2AF03-0ABO STEP 7 V 3.1 or later
6ES7315-2AF83-0AB0 COM PROFIBUS V 3.0 or later

315-2 DP 6ES7315-2AG10-0AB0O STEP 7 V5.1 + SP 4 or later

316-2 DP 6ES7316-2AG00-0ABO STEP 7 V 5.x or later

318-2 DP 6ES7318-2AJ00-0AB0O COM PROFIBUS V 5.0 or later

DP address areas of the CPUs

Table 9-7 DP address areas of the CPUs

Address area 315-2 DP (6ES7 316-2 DP 318-2 DP
315-2AF03-0AB0) | 315-2 DP
313C-2 DP (6ES7315-2AG10-
314C-2 DP 0ABO)
DP address area 1024 bytes 2048 bytes 8192 bytes
for 1/0s
Number of those in the I/O Bytes 0 to 127 Bytes 0 to 127 Byte 0 to 255 (default),
process image configurable up to
byte 2047

DP diagnostic addresses occupy 1 byte per DP master and DP slave in the input
address area. For example, at these addresses DP standard diagnostics can be
called for the relevant node ( LADDR parameter of SFC13). The DP diagnostic
addresses are specified in your configuration. If you do not specify any DP
diagnostic addresses, 7 STEP 7 assigns these DP diagnostic addresses, starting
at the highest byte address downwards .
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