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PACSystems Control

Input modules provide the interface between the PLC and external input devices such as 

proximity sensors, push buttons, switches, and BCD thumbwheels. Output modules provide 

the interface between the PLC and external output devices such as contactors, interposing 

relays, BCD displays and indicator lamps. GE offers a variety of modules that support  

different voltage ranges and types, current capacity, isolation and response time to  

meet your application needs.

Discrete I/O Modules (Output)

IC694MDL310 IC694MDL330 IC694MDL340 IC694MDL390 

Product Name 

PACSystems RX3i AC  

Voltage Output Module,  

120 VAC,  

0.5A, 12 Point Output 

PACSystems RX3i AC  

Voltage Output Module, 

120/240 VAC,  

1A, 8 Point Output 

PACSystems RX3i AC  

Voltage Output Module,  

120 VAC,  

0.5A, 16 Point Output 

PACSystems RX3i AC  

Voltage Output Module, 

120/240 VAC Isolated,  

2A, 5 Point Output 

Lifecycle Status Active Active Active Active

Module Type Discrete Output Discrete Output Discrete Output Discrete Output 

Backplane Support 
No Backplane Restrictions No Backplane Restrictions No Backplane Restrictions No Backplane Restrictions 

Number of Slots Module  

Occupies on Backplane 
1 1 1 1

Output Voltage Range 

85-132 VAC 85-264 VAC 85-132 VAC 85-264 VAC 

Number of Points 12 8 16 5

Isolation N/A N/A N/A Yes 

Diagnostics

N/A N/A N/A N/A 

Load Current  

per Point 

0.5 A 1 A 0.5 A 2 A

Response Time (ms) 

1 on 1/2 cy off 1 on 1/2 cy off 1 on 1/2 cy off 1 on 1/2 cy off 

Output Type Triac Triac Triac Triac 

Polarity N/A N/A N/A N/A 

Points per Common 6 4 4 1

Connector Type 

Terminal Block (20 screws), 

included with module.

Terminal Block (20 screws), 

included with module.

Terminal Block (20 screws), 

included with module.

Terminal Block (20 screws), 

included with module. 

Internal Power Used 

210 mA @ 5 VDC 160 mA @ 5 VDC 315 mA @ 5 VDC 110 mA @ 5 VDC
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PACSystems Control

IC694TBB032 High Density 32 Point Terminal Block Box Style Active

IC694TBB132 High Density 32 Point Terminal Block Box Style with Extended Shroud for Large Wiring Bundles Active

IC694TBS032 High Density 32 Point Terminal Block Spring Style Active

IC694TBS132 High Density 32 Point Terminal Block Spring Style with Extended Shroud for Large Wiring Bundles Active

IC694TBC032 High Density 32 Point Terminal Block with a 40 pin Fujitsu connector. Compatible with DC Inputs, Analog Modules 

only. Not compatible with DC or AC output modules.
Active

IC694ACC310 Filler Module, Blank Slot Active

IC694ACC311 Terminal blocks, 20 terminals (qty 6) for IC694xxx low density modules Active

IC695ACC600 RX3i Cold Junction Compensation Kit (Contains 2 CJCs) for Universal Analog and Thermocouple Input Modules Active

IC698ACC701 Lithium Batter pack that installs in CPU for CPU310 and CMU310 only (28 days of continuous battery backup) Active

IC693ACC302 External High capacity battery pack. (1.3 years of continuous battery backup for CPU310/CMU310 and 1 month 

 for CPU320/CRU320.) 

Active

IC690RBK001 Rechargeable battery kit. Includes battery (IC690RBT001) and battery charger (IC690CRG001). The rechargeable 

battery is compatible with PAC controllers CPU310,CPU315, CPU320 and CRU320 only. Also compatible with Series 

90-30 and Series 90-70 CPUs.

Active

IC690CRG001 Battery charger. Compatible with rechargeable battery (IC690RBT001) only. The rechargeable battery is compatible with 

PAC controllers CPU310,CPU315, CPU320 and CRU320 only.  Also compatible with Series 90-30 and Series 90-70 CPUs.

Active

IC690RBT001 Rechargeable battery is compatible with IC690CRG001 battery charger only. The rechargeable battery is compatible 

with PAC controllers CPU310, CPU315, CPU320 and CRU320 only. Also compatible with Series 90-30 and Series 90-70 

CPUs., Series 90-30 and Series 90-70.

Active

IC690ACC001 Real Time Clock Battery for CPE305 and CPE310 Active

IC695ACC400 CPE305 and CPE310 CPU Battery-less Energy Pack for backing up dynamic data Active

IC695CBL001 Energy Pack Cable Active

IC690ACC901 Mini-Converter Kit with cable (RS-485/RS-232) Active

IC690ACC903 RS-485 Port Isolator Active

IC693CBL316 RS-232 cable for RX3i CPE305 programming port and also the Station Manager Cable for the Ethernet ETM001 Active

IC690CDR002 User Manuals, InfoLink CD-ROM Documentation, single-user license Active

IC693ACC307 I/O Bus Terminator Plug Active

IC693ACC311 Series 90-30 style IC693 I/O modules Terminal Blocks, 20 terminals (qty 6) Active

IC690PWR024 24 VDC, 5 Amp Output Power and 120/230 VAC Input Power Power Supply Active

IC690PWR124 24 VDC, 10 Amp Output Power and 120/230 VAC Input Power Power Supply Active

IC693ACC334  I/O module face plate adapter for 20 screw type I/O modules. Faceplate provides a 24 pin male  

Fujitsu connector.

Active

Terminal Block Quick Connect (TBQC) for selected I/O modules enables the user to easily connect interposing terminal blocks. The TBQC consists 

of an I/O faceplate adapter that includes a 24 pin Fujitsu male connector (the faceplate replaces the 20 screw terminal connector on front of I/O 

module, not compatible with the high density 36 screw terminals), cable and interposing terminal block. 

Accessories

External Power Supplies

TBQC I/O Module Face Plate Adapter 

Terminal Block Quick Connect 


