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eight-channel 24 V DC sink output module

DIGITAL OUTPUTS

8 M-type sink outputs

RATED LOAD VOLTAGE

24 V DC

RATED OUTPUT CURRENT

0.5 A per channel

REVERSE POLARITY PROTECTION

Yes

Siemens 6ES7132-4BF50-0AA0 is a eight-channel 24 V DC sink output module in the SIMATIC ET 200S family. It is identified for compatible SIMATIC ET 200S
installations and should be selected by its complete order number and documented interface.

01 VERIFIED TECHNICAL DATA

Digital outputs 8 M-type sink outputs

Rated load voltage 24 V DC

Rated output current 0.5 A per channel

Reverse polarity protection Yes

Backplane current 10 mA maximum at 3.3 V DC

No-load current from L+ 5 mA maximum

Typical power loss 1.5 W

Process address space 1 byte

Short-circuit protection Yes; 1.5 A typical response threshold

Inductive shutdown limit 47 V typical

Values follow the applicable manufacturer documents identified on page 2.
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02 ADDITIONAL PRODUCT DATA

Lamp load 5 W maximum

Isochronous mode Supported

03 DOCUMENTED USE SETTINGS

Cement and Building Materials Industries: Cement and aggregate sites.

District Energy and Utility Infrastructure: District heating facilities.

Pulp, Paper and Forest Industries: Pulp and paper mill sites.

04 SYSTEM COMPATIBILITY

6ES7132-4BF50-0AA0 belongs to the SIMATIC ET 200S family and provides the documented role of eight-channel 24 V DC sink output module. Review the
exact order number before assigning it to the installed architecture.

05 PRODUCT EVIDENCE

Siemens manufacturer documentation
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