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Symaro™

Duct Humidity and Temperature Sensor
QFM1660

Active sensor for acquiring the air humidity and temperature in air duct

● Operating voltage AC 24 V or DC 19…30 V
● Signal output DC 0...10 V for relative humidity
● Signal output DC 0...10 V for temperature
● Measuring accuracy <±0.8 °C @ 25 °C / ±5 % r.h. within the measuring range
● Range of use 0…50 °C / 10…90 % r.h. (non-condensing)
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Use
The QFM1660 is suitable for use with most heating, ventilating, and air conditioning (HVAC)
controllers. Common applications for the sensor are ventilation and air conditioning
equipment in buildings.

Functions

Relative humidity
The sensor acquires the relative humidity in the air duct via its capacitive humidity sensing
element whose electrical capacitance changes as a function of the relative humidity.
The electronic measuring circuit converts the sensor’s signal to a continuous DC 0...10 V
signal, corresponding to a relative humidity range of 0...100 %.

Temperature
The sensor acquires the temperature in the air duct via its sensing element whose electrical
resistance changes as a function of the temperature.
This change in resistance is converted to an active DC 0...10 V output signal corresponding
to a temperature range of 0...50 °C.

Mechanical design
The duct sensor consists of a housing, a printed circuit board, connection terminals and an
immersion rod with a measuring tip.
The measuring circuit is located on the printed circuit board inside housing, the connection
terminals are on the board.
The sensing elements are located at the end of the measuring tip and protected by a filter
cap on the measuring tip.
Cable entry is made via the screwed cable gland M16 supplied with the sensor.
Immersion rod and housing are made of plastic and are rigidly connected.
The sensor is directly screwed into the duct.

Type summary

Product no. SSN no. Operating voltage

QFM1660 S55720-S198 AC 24 V ±20 %; DC 19…30 V

Product documentation

Title Document ID

Mounting instructions M3731

CE declarations T3731

Related documents such as environmental declarations, CE declarations, etc., can be
downloaded at the following Internet address:
http://siemens.com/bt/download

Notes

Engineering
Powering the sensor requires a transformer for safety extra low-voltage (SELV) with
separate windings for 100 % duty. When sizing and protecting the transformer, the local
safety regulations must be complied with.
When sizing the transformer, the power consumption of the sensor must be taken into
consideration.
For correct wiring, see the datasheets of the devices with which the sensor is used.
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Technical data

Power supply

Operating voltage AC 24 V ±20 % or DC 19…30 V (SELV)
or
AC/DC 24 V class 2 (US)

Frequency 50/60 Hz @ AC 24 V

Power consumption ≤1 VA

Functional data of humidity sensor

Range of use 10…90 % r.h. (non-condensing)

Measuring range 10…90 % r.h.

Measuring accuracy
10...90 % r.h. @ 25 °C/20 °C ±5 % r.h.

Output signal, linear (terminal U1) DC 0...10 V, corresponding to 0...100 % r.h.

Functional data of temperature sensor

Measuring range 0...50 °C

Measuring accuracy at AC 24 V ±0.8 °C @ 25 °C

Output signal, linear (terminal U2) DC 0...10 V, corresponding to 0...50 °C

Ambient conditions and protection classification

Degree of protection of housing IP42 as per IEC 60529 in built-in state

Safety class III as per EN 60730

Environmental conditions

Transport
● Climatic conditions
● Temperature
● Humidity
● Mechanical conditions
Operation
● Climatic conditions
● Temperature (housing with electronics)
● Humidity
● Mechanical conditions

IEC 60721-3-2
● Class 2K3
● -20...60 °C
● 5...95 % r.h.
● Class 2M2
IEC 60721-3-3
● Class 3K5
● 0...50 °C
● 10...90 % r.h.
● Class 3M2

Standards, directives and approvals

EU conformity (CE) CB1T3731xx *）

*) The documents can be downloaded from http://siemens.com/bt/download.

General

Connection terminals for 1 × 2.5 mm2 or 2 × 1.5 mm2

Materials
Base/cover/plastic tube/filter tube ABS

Packaging PAP 20 cardboard

Weight with package 160 g
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Diagrams

Connection terminals

G, G0 Operating voltage AC 24 V or
DC 19…30 V (SELV)

U1 Signal output DC 0...10 V for relative humidity 0...100 %

U2 Signal output DC 0...10 V for
temperature 0...50 °C

Gu Signal ground (connected with G0 internally)

Dimensions

Dimensions in mm
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